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A B S T R A C T 
Various types of interlocking mortarless (dry-stacked) block masonry systems have 
been developed worldwide. However, the characteristics of dry joints under com-
pressive load, and their effect on the overall behavior of the interlocking mortarless 
system, are still not well understood. This paper presents an investigation into the 
dry-joint contact behavior of masonry and the behavior of interlocking mortarless 
hollow blocks wall construction subjected to seismic excitation. In the system devel-
oped, the blocks are stacked on one another and three-dimensional interlocking pro-
trusions are provided in the blocks to integrate the blocks into walls. The response 
of the mortarless hollow block wall with respect to acceleration displacement and 
stress have been discussed. 
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1. Introduction 
Interlocking mortarless load bearing hollow block 
system is different from conventional mortared masonry 
systems in which the mortar layers are eliminated and 
instead the block units are interconnected through inter-
locking protrusions and grooves. Numerous analytical 
models have been developed to simulate the behavior of 
different types of structural masonry systems using Fi-
nite element method. Two main approaches have been 
employed in the masonry modeling depending on the 
type of the problem and the level of accuracy. The macro-
modelling approach intentionally makes no distinction 
between units and joints but smears the effect of joints 
presence through the formulation of a fictitious homoge-
neous and continuous material equivalent to the actual 
one which is discrete and composite (Lotfi and Shing, 
1991; Cerioni and Doinda, 1994; Zhuge et al., 1998). The 
alternative micro-modelling approach analyzes the ma-
sonry material as a discontinuous assembly of blocks, 
connected to each other by joints at their actual position, 
the latter being simulated by appropriate constitutive 
models of interface (Suwalski and Drysdale, 1986; Ali 
and Page, 1988; Riddington and Noam, 1994). An exten-
sive critical review for the analytical models of different 
masonry systems can be found in the performed study 
done by Alwathaf et al. (2003). 
 
The complex interaction between block units, dry 
joint and grouting material has to be well understood un-
der different stages of loading; i.e. elastic, inelastic and 
failure. For interlocking mortarless masonry systems, 
very limited FE analyses have been reported in the liter-
ature (e.g., Oh, 1994; Alpa et al., 1998). 
The existing FE analyses are simplified and hence 
show inaccurate prediction for the structural response 
of the masonry systems compared to actual behavior of 
the systems found experimentally. Furthermore, the ex-
isting models ignore the interaction between masonry 
block units, mortarless joint and grout as well as are in-
capable of simulating the failure mechanism of the ma-
sonry system.  
In this study, a finite element model is proposed and 
a program code is developed to predict the behavior of 
the system under compression load. The developed con-
tact relations for dry joint within specified bounds can 
be used for any mortarless masonry system efficiently 
with less computational effort. The bond between block 
and grout is considered to simulate the deboning and 
slipping of the block–grout interface. Furthermore, the 
stress–strain behavior of masonry blocks and grout ma-
terials under compression for uniaxial and biaxial stress 
state was modelled. 
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2. Modelling of Mortarless Joint 
In present study, the hollow prisms modelled using 
eight-noded isoparametric elements to simulate the ma-
sonry constituents, are shown in Fig. 1(a). Six-noded iso-
parametric interface element of zero thickness located 
between material elements to model the interface char-
acteristics of the dry joint and bond between blocks are 
represented in Figs. 1(b-c), respectively. Fig. 2 shows the 
finite element geometric model of considered wall that 
was constructed by hollow blocks. Dimension of this 
model are 3 m width and 3 m height assumed. Therefore 
by considering the dimensions of each prism (30 cm with 
and 20 cm height), there are 10 prisms in horizontal and 
15 prisms of hollow block in vertical direction.  
  
Fig. 1. (a) 8 node elements that was used for modeling 
of hollow block prism. (b) 6 node elements that was 
used for modeling of zero thickness vertical interface. 
(c) 6 node elements that was used for modeling of zero 
thickness horizontal interface. (d) Connection of two 
horizontal hollow block elements with vertical inter-
face. (e) Connection of two vertical hollow block ele-
ments with horizontal interface. 
In this finite element mesh as shown in Fig. 1(d) ver-
tical dry joint between 2 horizontal block has been mod-
elled by 6 node zero thickness vertical interface element 
and horizontal dry joint between 2 vertical block has 
been modelled by 6 node zero thickness horizontal inter-
face element (Fig. 1(e)). 
The considered wall is assembled by 150 blocks ele-
ments and 140 interface elements and model prepared 
by 865 elements and 2400 nodes. Therefore the final fi-
nite element mesh of wall is shown in Fig. 3. 
  
Fig. 2. Geometry of considered wall with 3 m width and 
3 m height. 
  
Fig. 3. Finite element model of hollow block wall. 
3. Finite Element Analyses 
A finite element program code has been developed to 
implement the proposed mortarless masonry model un-
der seismic loading. Time history dynamic analysis of 
wall by imposing of suitable earthquake record for Ma-
laysia and Indonesia are performed and shown in Fig. 4. 
The time step of Malaysia earthquake record is 0.02 
sec and duration of that is 20 sec and time step and du-
ration of Indonesia record is 0.01 sec and 10 sec, respec-
tively. Deformation of wall in imposing Malaysia and In-
donesia earthquake excitation is shown in Fig. 5. 
As seen in Fig. 5, top nodes of wall have high displace-
ment in comparison with bottom nodes of wall and max-
imum displacement of wall occurs in the last top row of 
wall. 
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Fig. 4. Earthquake acceleration record for Malaysia and 
Indonesia. 
  
Fig. 5. Deformation of hollow block wall in Malaysia 
and Indonesia earthquake excitation (10 times exagger-
ation in x and y directions). 
4. Results and Discussion 
4.1. Malaysia record excitation 
Peak value of nodes’ displacement in x and y direc-
tions during the earthquake excitation is determined by 
dynamic analyzes and values of that are plotted in Fig. 6. 
The maximum displacement in x direction is 1.73 cm 
and in y direction is 0.71 cm. These values were less than 
allowable displacement for a masonry wall which were 
acceptable. The time history response and movement of 
wall during Malaysia earthquake load excitation, at top 
node of wall in x and y directions are shown in Fig. 7.  
  
Fig. 6. Malaysia peak displacements in x and y direc-
tions (cm). 
  
Fig. 7. Time-displacement history of top node of wall in 
x and y directions (cm). 
Peak value of each element stress x and y directions 
during the time steps of earthquake excitation are shown 
in Fig. 8. The maximum principle stress in x and y direc-
tions at bottom of wall is equal to 0.05222 and 0.1701 MPa.  
Stress at bottom of wall is shown in Fig. 9. The stress 
values are very small because just single story building 
with very lightweight roof has been considered. Also just 
horizontal component of earthquake load imposed to 
wall and vertical component is neglected. So, maximum 
stresses in wall members are very smaller than the 
strength of blocks. Therefore the hollow block can be re-
sist Malaysia earthquake excitation with allowable de-
formation and stress. 
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Fig. 8. Peak stresses in x and y directions (MPa). 
  
Fig. 9. Time-stress history of corner element in bottom 
of wall (MPa). 
4.2. Indonesia record excitation 
Peak value of nodes’ displacement in x and y directions 
during the earthquake excitation is determined by dy-
namic analyzes and values of that are plotted in Fig. 10. 
The maximum displacement in x direction is 2.13 cm 
and in y direction is 0.831 cm. The time history response 
and movement of wall during Indonesia earthquake load 
excitation, at top node of wall in x and y directions is 
shown in Fig. 11. 
  
Fig. 10. Indonesia peak displacements in x and y direc-
tions (cm). 
  
Fig. 11. Time-displacement history of top node of wall 
in x and y directions (cm). 
The values of maximum displacements of wall are ex-
ceeded from allowable displacement for masonry wall, 
and then it is not acceptable.  
Fig. 12 shows stress distribution in the wall subjected 
to Indonesia earthquake record. The maximum principle 
stress in x and y directions at bottom of wall is equal to 
0.072 and 0.19 MPa. 
Variation of stress at bottom of wall in duration of 
subjected earthquake has been shown in Fig. 13. Appar-
ently the value of stress is small value and less than 
strength of hollow blocks. 
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Fig. 12. Peak stresses in x and y directions (MPa). 
   
Fig. 13. Time-stress history of corner element in bot-






Therefore the wall can resist the stress but displace-
ments of wall exceed the allowable values and it cannot 
satisfy the deformation limit. 
 
5. Conclusions 
Based on the foregoing analysis and discussion of the 
test results from this investigation, several conclusions 
can be drawn as follows. 
 Finite element model of mortarless block masonry 
system has been developed. The model is at micro-level 
which includes the modeling of masonry materials, mor-
tarless dry joint and block-grout interface behavior.  
 The interlocking keys provided for this system were 
able to integrate the blocks into a sturdy wall and can re-
place the mortar layers that are used for conventional 
masonry construction in low seismic area. 
 Considered wall system can be resist in Malaysia 
earthquake record excitation (PGA=0.15g, low seismic 
hazard level) but in Indonesia earthquake record excita-
tion (PGA=0.39g, high seismic hazard level), displace-
ment of wall is exceed allowable values. Therefore this 
type of wall that constructed by explained hollow blocks 
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